


Cela, one of the earliest and most prominent aerial lift manufacturers.

We have been setting manufacturing quality and safety standards for over 50
years, serving as a global leader for aerial working platforms. After our
establishment in 1965, we created the first-ever truck-mounted aerial working
platforminthe world.

Cela supplies very sophisticated and reliable Aerial Working Platforms, our range
includes 22 models of firefighting machines, 13 models of industrial machines,
both crawlers and truck-mounted, and now even towable platforms have made it
tothefleet.

We provide customers with dependable and high-performing lifts. These durable
machines are excellent for accessing hard-to-reach areas, making them ideal for
tree trimming, construction, facility maintenance and obviously the fight against
fire and rescue applications. This valuable Fire Range of platforms and water
towers can be built and delivered following each customer's specific
requirements and is supported by a wide list of optionals. Cela platforms are
available in working heights from 15 and 72 meters (from 50 to 236 feet) and have
many innovative features, such as radio remote controls, real-time GPS software
and remote access diagnostics.

We work closely with our customers, especially in the design phase, to ensure
that the system performs the required functions, and our highly trained
technicians have the expertise needed to ensure your lifts run at maximum
capacity at all times.

And that is the reason why we currently operate in 48 Countries in the world.
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STANDARD EQUIPMENT

220V/380V power supply to the cage

Auto levelling basket

Auto-jacking/turntable levelling function

Cage hook (max 300 kg / 660 lbs)

Cage multifunction pin

Cage rotation

Dead man pedal both on the cage and on turntable controls
Double telescopic extension booms

Fully electronic proportional hydraulic controls driven by canBUS system
Hands free intercom system ground/cage

Memory function

One click auto-closing function

Remote management and diagnostic software

Smooth movements, no flapping with brakes and ramps
Variable outreach management

Water sprinkler for cage protection

STANDARD COMPLIANCE

UNI EN 1777
UNI EN 1846
CE (european certification)
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EXicrauer 28F

PERFORMANCES

Working height
Horizontal outreach

Up and over clearance
Downreach

& Lift capacity

A Weight

0 Water capacity
=2 Operating wind speed

MEASUREMENTS

Foldable front platform

Rescue cage size

Height - stowed

Length - basket off

Length - stowed

Width - stowed

Length - outriggers footprint stowed
Length - outriggers footprint

HEGE T EE

H

Width - outriggers footprint stowed
Width - outriggers footprint

Max stabilization front slope angle
Max stabilization rear slope angle

EE

metric

28 m

14 m

15,5 m

-55m

300 kg

53T

700 to 1000 |/min
12,5 m/s

metric

1150x250 mm
1800x830x1180 mm
2290 mm
5370 mm
6225 mm
1200 mm
4895 mm
5880 mm
3105 mm
4280 mm

10°

15,6°

us

91 ft 10 in

451t 11in

49 ft 3in

- 18 ft

660 lbs

11685 lbs

180 to 260 GPM (US liquid)
71 fps

us

3ft9inx 10in
5ft11inx2ft7inx3ft11in
7 fté6in
17 ft 7 in

20 ft5in
3ft11in

16 ft

19 ft3in

10t 2in

14 ft

18%

28%




32m

@ CONTINUOUS

14 m
45" 11"

105’

28 m
91' 10"

24 m
78' 9"

20m
65' 7"

16 m
52' 6"

-4m

S13' 1"

300 kg
660 lbs
225 kg
496 |bs

120 kg
264 lbs

-8m

-26'3"

4m
131"

28 m
91' 10"

16 m
52' 6"
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STANDARD EQUIPMENT

220V/380V power supply to the cage

Auto levelling basket

Auto-jacking/turntable levelling function

Cage hook (max 300 kg / 660 lbs)

Cage multifunction pin

Cage rotation

Dead man pedal both on the cage and on turntable controls
Double telescopic extension booms

Fully electronic proportional hydraulic controls driven by canBUS system
Hands free intercom system ground/cage

Memory function

One click auto-closing function

Remote management and diagnostic software

Smooth movements, no flapping with brakes and ramps
Variable outreach management

Water sprinkler for cage protection

STANDARD COMPLIANCE

UNI EN 1777
UNI EN 1846
CE (european certification)
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EXicrauer 30F

PERFORMANCES

Working height
Horizontal outreach

Up and over clearance
Downreach

& Lift capacity

A Weight

0 Water capacity
=2 Operating wind speed

MEASUREMENTS

Foldable front platform

Rescue cage size

Height - stowed

Length - basket off

Length - stowed

Width - stowed

Length - outriggers footprint stowed
Length - outriggers footprint

HEGE T EE

H

Width - outriggers footprint stowed
Width - outriggers footprint

Max stabilization front slope angle
Max stabilization rear slope angle

EE

metric

30 m

14 m

16 m

-55m

300 kg

56T

700 to 1000 |/min
12,5 m/s

metric

1150x250 mm
1800x830x1180 mm
2290 mm
5595 mm
6425 mm
1200 mm
4895 mm
5880 mm
3105 mm
4280 mm

10°

15,6°

us

98 ft 4 in

45t 11in

52 ft6in

- 18 ft

660 lbs

12346 lbs

180 to 260 GPM (US liquid)
71 fps

us

3ft9inx 10in
5ft11inx2ft7inx3ft11in
7 ft6in

18 ft4in

21 ft1in
3ft11in

16 ft

19t 3in

10t 2in

14 ft

18%

28%




32m
105'

28 m
91' 10"

24 m
78' 9"

20 m

65' 7"

16 m

52' 4"

12m

39'4"

-4m
131"

-8m
-26'3"

Eycrauer TOOF

CONTINUOUS

30m
98' 4

16 m
52' 6"
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STANDARD EQUIPMENT

220V/380V power supply to the cage

Auto levelling basket

Auto-jacking/turntable levelling function

Cage hook (max 300 kg / 660 lbs)

Cage multifunction pin

Cage rotation

Dead man pedal both on the cage and on turntable controls
Double telescopic extension booms

Fully electronic proportional hydraulic controls driven by canBUS system
Hands free intercom system ground/cage

Memory function

One click auto-closing function

Remote management and diagnostic software

Smooth movements, no flapping with brakes and ramps
Variable outreach management

Water sprinkler for cage protection

STANDARD COMPLIANCE

UNI EN 1777
UNI EN 1846
CE (european certification)
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LBk 22F

PERFORMANCES

Working height
Horizontal outreach

Up and over clearance
Downreach

& Lift capacity

A Minimum GVW

0 Water capacity
=2 Operating wind speed

MEASUREMENTS

Foldable front platform
Rescue cage size
B Height*
Length* basket off
Length*
Width* outriggers in
[3] Width* outriggers out
Departure angle* (minimum)

* Depending on chassis

metric

22 m

14 m

10m

-5m

300 kg

5T

700 to 1000 I/min
12,5 m/s

metric

1150x250 mm
1800x830x1180 mm
2470 mm

7050 mm

7880 mm

2230 mm

3780 mm

12°

us

72t 2in

45t 11in

32ft10in

-16ft5in

660 lbs

11023 lbs

180 to 260 GPM (US liquid)
71 fps

us

3ft9inx10ft
5f11inx2ft7inx3ft11in
8ft1in

23ft2in

25ft 10 in

7 ft4in

12 ft5in

22%
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@ CONTINUOUS

14 m
45' 11"
24 m
78' 9"
22 m
72' 2"
20 m
65'7"
16 m —
52' 6"
12m —
39' 4"
10 m
32'10
8m
g 300 k
2603 660 Ibs
225 kg
496 |bs
4m 120 kg
264 |bs
—-5m
-16'5"
-8m
-26' 3"
4m 8m 12m 16 m







STANDARD EQUIPMENT

220V/380V power supply to the cage

Auto levelling basket

Auto-jacking/turntable levelling function

Cage hook (max 300 kg / 660 lbs)

Cage multifunction pin

Cage rotation

Dead man pedal both on the cage and on turntable controls
Double telescopic extension booms

Fully electronic proportional hydraulic controls driven by canBUS system
Hands free intercom system ground/cage

Memory function

One click auto-closing function

Remote management and diagnostic software

Smooth movements, no flapping with brakes and ramps
Variable outreach management

Water sprinkler for cage protection

STANDARD COMPLIANCE

UNI EN 1777
UNI EN 1846
CE (european certification)
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Lk 28F

PERFORMANCES metric us
Working height 28 m 91 ft10in
Horizontal outreach 14 m 45 ft 11 in
Up and over clearance 16 m 52ftéin
Downreach -55m -18 ft
¢ Lift capacity 300 kg 660 Ibs
A Minimum GVW 10T 22046 Ibs
0 Water capacity 700 to 1100 I/min 180 to 260 GPM (US liquid)
=2 Operating wind speed 12,5m/s 71 fps
MEASUREMENTS metric us
Foldable front platform 1150250 mm 3ft9inx10in
Rescue cage size 1800x830x1180 mm 5ft11inx2ft7inx3ft11in
B Height* 2750 mm 9 ft
Length* basket off 7260 mm 23ft10in
Length* 8090 mm 26 ftéin
[3] width* 2500 mm 8t 2in
Departure angle* (minimum) 12° 22%
* Depending on chassis
|
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